
A Complete Audio System Built Into a Stylish Lectern
The Sound Column Lectern Covers Audiences up to 1,500. 

Features / 
Specifications
4 Exclusive AmpliVox 50 watt multimedia stereo 

amplifier. Battery powered or AC. 
4 Auxiliary input stereo jack with separate volume 

and tone controls for a CD player, tape player or 
LCD computer projector.

4 Line out jack for a tape recorder. You can record 
your presentation as it is happening.

4 Dynamic hot gooseneck microphone. On-off 
switch. Frequency response 50-15,000 

4 3 mic inputs (dynamic, condenser with phantom 
power, WIRELESS) can be used at the same time. 

4 2 Built-in Jensen design 6-in. x 8-in. oval speak-
ers. 

4 Dual Wireless Capability SW wireless series 
SW805A Amplifier with built-in wireless receiver 
allows 2 people to be wireless simultaneously 
with second wireless mic kit.

4 On-off switch with LED power indicator light. 1 
jack for optional external AC Adapter/Recharger.

4 High Pressure Laminate with scratch-resistant 
finish in light oak, medium oak, walnut, mahoga-
ny.

4 Sculpted radius base with four hidden casters, 2 
locking.

4 Dimensions: 15”D x 21”W x 46.5”H.  85 lbs.
4 Runs on 10 D-cell alkaline batteries for up to 

200 hours of talk time, S1460 International AC 
Adapter/Recharger (110/240V; 50/60Hz), S1465 
NiCad Rechargeable Battery Pack (requires 
S1460). All Sold Separately.

4 Front Panel Dimensions for Company Engravings/
logos: 22-¼”W x 7-¾”H
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S1100 Reading Lamp
Clips on to your lectern, AC power,  

25 watt bulb, with 8-ft. cord.

S1135 Clip on GIG Light
Clips on to your lectern, LED light, battery powered.

Phone: (800) 267-5486
FAx: (800) 267-5489
weB: www.AmPLI.Com

Complete Lectern

Sound Column
S505, SW505

Limited 6 Year Warranty  Made in the U.S.A. 650 Anthony Trail, Northbrook, IL 60062

High pressure laminate with scratch-resistant finish

Light oak  

Medium oak  

Color choices:

Walnut 

Mahogany 

oPTIonS

Quick Look:
wired, wireless, non-Sound
Audience Size: 1,500
Room Size: 15,000 sq. ft.
SPL 106 dB
UL & Ce Listing
Built-in Flush mount AmP
2 Jensen Speakers
Dynamic hot Gooseneck mic
Storage Space
high Pressure Laminate
made in USA
6 Year warranty

S1972 Lectern Cover
Water resistant.

Model # Shpg.  Wt. MSRP

S505 85 lbs. 1,268.00

SW505 85 lbs. 1,575.00

W505 72 lbs. 521.00

S1100 1 lbs. 67.00

S1135 2 lbs. 76.00

S1972 7 lbs. 130.00

ExECutIvE Sound CoLumn LECtERn Includes 50 Watt Amp, 2 built-in speakers, Dynamic Hot Gooseneck Mic, 
reading table 20 ¾-in. W x 16 ½-in. D

WIRELESS ExECutIvE Sound CoLumn LECtERn As above with built-in wireless receiver: Plus your choice of 
wireless lapel mic/headset mic, handheld mic and transmitter or collar mic reading table 20 ¾-in. W x 16 ½-in. D

non-Sound ExECutIvE Sound CoLumn LECtERn - reading table 20 ¾-in. W x 16 ½-in. D

REadInG Lamp - Clip-on, AC, 25 watt bulb, 8-ft. cord 

CLIp on GIG LIGHt - Battery powered clip on Halogen light. Requires 4 AA batteries not included.
LECtERn pRotECtIvE CovER - Brown vinyl. Water resistant. 

IntERnatIonaL aC adaptER/RECHaRGER  - 110/240 volt, 50/60Hz. 15-volt center positive, 2 amps, 7.5-ft cord. For S805A/
SW805A amplifiers only. 
nICad BattERy paCk - Heavy duty rechargeable; for S805A/SW805A amps - requires S1460 AC Adapter/Recharger.

S1460 2 lbs. 131.00

S1465 4 lbs. 200.00

Amplifier power Source Not iNcluded: powered by 10 d-cell alkaline batteries for up to 200 hours talk time;  S1460 
international Ac Adapter/ recharger; S1465 rechargeable Nicad Battery pack for up to 20 hours before recharging (requires 
S1460).  All sold separately.

Made in the USA

The SW505 has a built-in 
wireless receiver.  

2 presenters can be wireless 
at the same  

time and roam  
up to 300 feet.


