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Models may vary from the image shown 

TAA-Compliant Corded USB mouse 

An innovative design makes the CHERRY MC 1100 TAA 

suitable for small and large hands. The form ensures perfect 

ergonomics, regardless of whether you are right-handed or 

left-handed. The precise sensor, with 1000 dpi resolution, in 

combination with a high-quality scroll wheel with a button 

function, satisfies the requirements of demanding users. The 

mouse works on most surfaces – even without a mouse pad. 

By using an extra-long cable, you’ll remain flexible and can, 

for example, connect the mouse to the PC below your desk. 

 

 

 

 

Designed for GSA sales into federal government agencies 

and the US military.  This symmetrical mouse design is 

suitable for small or large hands, and both right or left 

handed users.  The three button mouse with scroll wheel 

includes a 1000 dpi optical sensor.  The mouse works on 

most surfaces – even without a mouse pad.  A 6 foot cable 

provides the flexibility to connect the mouse to the PC below 

your desk.
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Key Benefits 
 

→ For right- and left-hand use 

→ Perfect ergonomics for hands both small and large 

→ Precise sensor with 1000 dpi resolution 

→ Pleasant to the touch surface 

→ Long USB cable (1.5 m) 

Technical Data 

Design 

Symmetrical 

Number of Buttons 

3 Buttons, Scroll wheel with key function 

Sensor 

Scanning: Optical 

Resolution: 1000 dpi 

Interface 

USB 

Cable Length 

approx. 4.92 ft. +-.08 in. 

Product dimensions 

approx. 2.35 x 1.42 x 4.45 in. 

Packaging dimensions 

approx. 3.35 x 1.77 x 5.12 in. 

Weight (product) 

approx. 0.19 lbs. 

Total weight (with packaging) 

Approx. 0.27 lbs. 

Operating temperature 

0° C to +40° C/ 32° F to +104° F 

Storage temperature  

-20° C to +60° C/ -4° F to +140° F 

Supply voltage 

4.75 – 5.25 V  

Current consumption 

max. 50 mA 
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Product approvals 

CE  

FCC  

UKCA 

System requirements 

USB connection 

Reliability 

Standard buttons: >3 mill. operations 

Delivery content 

MC 1100 TAA mouse 

User manual 

Packaging Unit 

• Number of products in the master package: 50 

• Number of master packages per pallet: 40 

Warranty 

3-year manufacturers limited warranty 

 
Errors, technical changes and delivery possibilities excepted. 

Technical information refers only to the specifications of the 

products. Features may differ from the information provided. 

 

Models 

 

 Product name Order number UPC-Code Color housing Color buttons 

1 CHERRY MC 1100 TAA JM-1100-2 840183605889 Black Black 

 


